
 

Important Note: This information is based on our present state of knowledge and is intended to provide general notes on Kubilay Products 

and their uses. However without garantee as conditions and methods of end users are beyond our control. We recommend that end users 

determine the suitability of the materials before adapting them on a commercial scale. 
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Note :Non-dipping color versions are also under the same batch code.

Density (gr/cm3/20°C)

Dust Dry (20°C, %50 humidity)

Touch Dry (20°C, %50 humidity)

Compleate Dry (20°C, %50 humidity)

Before application, the products are thoroughly mixed in the package.

STORAGE:

It's recommended  to read SDS before applications.

The temperature of the application environment and the surface should not be below 15 °C and application should not be made 

on high humidity surfaces. Although it varies depending on the type, porosity and moisture of the wood material applied, 

approximately 15-25 m2 area can be colored with 1 liter of product (except losses).

If desired, Aqua-tech Water Based Topcoat Varnish (015-series) can be applied as topcoat.

Products will remain stable for at least 12 months when stored in its original pack in a dry place at storage temperatures 

between 5-35 °C. 

DILUTION RATIO
No need for thinning, since it is ready to use. Aqua-tech Water-Based Wood Protective 

wood stain must be mixed thoroughly before use, then the dipping process can be started.

APPLICATION METHOD :

This product should be applied to bare wood that has not been previously varnished or to a wood surface that has been sanded 

to leave no old varnish layer on it. The application surface should be free from dirt, oil, sand dust and old paint and varnish 

residues. In order to protect the surface from mold and bacteria growth, the Aqua-Tech water-based wood preservative (DIP) 

system (013-series) can be used for impregnation with the appropriate color.

90 - 120 minutes

……………………… 4 - 5 hours

TECHNICAL PROPERTIES

……………………… 1,02 - 1,05

……………………… 10 - 20 minutes

………………………

APPLICATION AREAS

It is suitable for dipping all massive wooden surfaces such as interior and exterior blinds, 

wainscot, pergola, garden furniture parts, door and window joinery, which have not been 

previously applied with any other varnish.

PROPERTIES

It is a ready-to-use wood preservative system that penetrates quickly into the wood, 

formulated to protect wood surfaces against fungi, bacteria and other wood pests, sunlight, 

moisture and other atmospheric effects.

PRODUCT AQUA-TECH WATER BASED PROTECTIVE WOOD STAIN  (DIPPING)

PRODUCT CODE 013 - Serie   

COLOR New colores other than the standart in catalog can be designed 

DESCRIPTION

The Aqua-tech Water-Based Wood Protector (DIPPING) product group is specially 

designed for the impregnation version for the purpose of coloring without film forming on the 

surface of wood.
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